
CAST STEEL GATE, GLOBE AND CHECK VALVES

FORGED STEEL GATE, GLOBE AND CHECK VALVES

Bolted Bonnet Design - Flanged (RF/RTJ) and Butt-weld Ends - Variety of Materials: WCB, LCB, LCC, CF8M, WC6, WC9,
C12, C12A. Special Trims: 316 Stainless Steel, 316/Nace, Monel - API 600 Rated.

Carbon Steels: A105 - Low Carbon Steels: LF2 - Low Alloy Steels: F11, and F22 - Medium Alloy Steels: F5, F9 - Stainless Steel Valves: F304, F316 
- Low Carbon Stainless Steel: F304L, F316L - Duplex Stainless Steel: F51, F55 - Nickel Alloys: Inconel, Incoloy, Monel.

Size Range. 2”-60” - Pressure Class 150#, 300#, 600#, 900# 1500# & 2500# - Body Material: A105, WCB, LF2, F316,
Trim Material: ENP, SS316.

Threaded ends available upon request.
Carbon Steel: A-105 or WCB - Stainless Steel: CF8M, CF8, CF3M, CF3.

Type Size Pressure by class according to ASME B16.34 Ends

Gate  2” to 72” 150, 300, 600, 900, 1500 & 2500# RF, RTJ or BW

Globe 2” to 20” 150, 300, 600, 900, 1500 & 2500# RF, RTJ or BW

Swing-Check 2” to 48” 150, 300, 600, 900, 1500 & 2500# RF, RTJ or BW

Type Size Pressure per class according to ASME 
B16.34 for SW or NPT ends

Pressure per class according to ASME B16.34 for RF or 
RTJ flanged ends

Gate / Globe 1/4” to 2” 800, 1500 & 2500# 150, 300, 600, 900, 1500 & 2500#

Ball / Piston / Swing 
Check 1/4” to 2” 800, 1500 & 2500# 150, 300, 600, 900, 1500 & 2500#

TRUNNION BALL VALVES
Type Size Pressure per class according to ASME B16.34 Ends

With 3 piece design or fully welded body 2” to 60” 150, 300, 600, 900, 1500 & 2500# RF, RTJ or BW

Type Material Size Class Ends Design standard

2-pcs Floating Ball Valve WCB / CF8M 1/4” to 8” 150# Raised Face Flanged RF MSS SP-110,  API 608

2-pcs Floating Ball Valve WCB / CF8M 1/2” to 4” 300 & 600# Raised Face Flanged RF MSS SP-110,  API 608

FLOATING BALL VALVES

SLAB GATE VALVES
Type Size Pressure per class according to ASME B16.34 Ends

Solid Gate Valves 2” to 48” 150, 300, 600, 900 & 1500# RF, RTJ or BW

Carbon Steel: WCB - Carbon Steel for NACE Applications: WCB with 0.25% C maximum and 22 HRc maximum
hardness - Low carbon steel for low temperature service: LCB - Stainless Steel CF8M, ENP trims.

Carbon Steel: WCB, WCC, - Carbon Steel: for NACE MR0-175 with 0.25%C maximum and 22HRc maximum hardness.

EXPANDING GATE VALVES
Type Size Pressure per class according to ASME B16.34 Ends

Expanding Gate Valves 2” to 48” 150, 300, 600, 900, 1500 and 2500# RF, RTJ or BW

Carbon Steel: WCB-Low Alloy Steel:WC6, WC9-Medium Alloy Steel: C12, C12A-Stainless Steel: CF8, CF8M, CF8C,CF10, CG8-Super stainless Steel. 
CN 7M (Alloy 20) CN3m (Alloy 20 modified) CT15C High Nickel Alloys: Monel M30C, Monel M35-1, Monel CZ100, Inconel CY40 (Inconel 600) CW2M 
(Hastelloy B), CW12MW (Former Hastelloy C-276), CW6M (New Hastelloy C-276), CU5MCUC (Incoloy 825), N7M (Hastelloy 825), CW6MC (Inconel 625).

CAST STEEL PRESSURE SEAL VALVES
Type Size Pressure per class according to ASME B16.34 Ends

Gate / Globe / Stop Check 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW

“Y” model globe 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW

“Y” model Stop Check 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW

Swing-type Check 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW

Tilting Disc Check 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW

Lift Check 2” to 24” 600, 900, 1500 & 2500# RF, RTJ or BW
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3 Patterns-Short, Regular and Venturi Pattern -Sizes ½” – 36”, ASME 150#-2500-RF, RTJ, OR BW ENDS - Design Features: Comply with API 599 & 
API 6D and Meets API 6FA. – Carbon Steel: WCB, WCC – Low Carbon Steel: LCB, LCC.

STEEL LUBRICATED PLUG VALVES
Compensator-type steel lubricated Plug valve 

(inverted plug) Size Pressure per class according to 
ASME B16.34 Ends

Short Pattern API-6D 2” to 12” 150, 300 & 600# RF, RTJ or BW

Regular Pattern API-6D 1/2" to 12" 600, 900, 1500 & 2500# RF, RTJ or BW

Ventury Pattern API-6D 6” to 24” 150, 300, 600 & 900# RF, RTJ or BW

Compensator-type steel lubricated Plug valve 
(inverted Plug API-6A) Size Pressure per class according to API Ends

Regular Pattern 1/16" to 4 1/16" 2000, 3000 & 5000 RTJ or BW

Top Entry-type lubricated Plug valve (normal plug) Size Pressure per class according to 
ASME B16.34 Ends

Short Pattern API-6D 1/2" to 8" 150, 300# RF, RTJ or BW

Regular Pattern API-6D 1/2" to 2" 600# RF, RTJ or BW

Ventury Pattern API-6D 14” to 36” 150# RF, RTJ or BW

Steel Plug valve for gas service Size Pressure per class according to 
ASME B16.34 Ends

Short PatternAPI-6D 3/4" to 8" 150# ASME, 200 CWP SW or BW

DUAL PLATE CHECK VALVES
Type Size Pressure per class according to ASME B16.34 Ends

Wafer/Lug/Double Flange -Type 
Dual Plate Valve 2” to 36” 150, 300, 600, 900 & 1500# FF, RF, RTJ

Carbon Steel: WCB, LCC, LCB - Stainless Steel: CF8, CF8M, CF3, CF3M etc.

IRON GATE, GLOBE AND CHECK VALVES

•	 Design according to the characteristics of the service.
•	 Rising stem (OS&Y) or fixed stem (NRS) style.
•	 Operation with handwheel or gear operator in gate and globe types.

VALVES FOR WATER AND GENERAL SERVICES
•	 Accessories such as stems with extensions or floor mounts.
•	 In Check, there is an option with lever and counterweight.
•	 Pressure tests according to API-598.

VALVES FOR WATER, DRINKING WATER, FIRE FIGHTING SYSTEMS AND GENERAL SERVICES

EXPANDING AND SLAB GATE VALVES

AWWA GATE, GLOBE, CHECK AND BUTTERFLY VALVES 

API 6A VALVES

AWWA Requirements for water service valves (American Water Works Association)

Surface drilling and completion systems
•	 Casing Head CW22
•	 Casing Spool TW22 and TW29
•	 Tubing Head TW

•	 AWWA C-500 standard
•	 AWWA C-509 standard
•	 AWWA C-515 standard

•	 WTC21 Casing Hanger
•	 WTC29 Casing Hanger
•	 WTC22M Casing Hanger

•	 MSS-SP-70 standard
•	 MSS-SP-85 standard
•	 MSS-SP-85 standard

3 Patterns - Short, Regular, and Venturi Pattern Sizes ½” – 18”, 175 CWP, 200CWP, and 500CWP – NPT, RF, FF API599 – Lever and Gear OP. The Top Entry 
design is offered in three different patterns: Short Regular and Venturi from1/2” (12.7mm) to 18” (450mm) – Iron Body and Plug Classes 175, 200 & 500 CWP.

IRON LUBRICATED PLUG VALVES
Design Size Pressure per class according to API Ends

Short Pattern 1/2" to 12" 200 CWP Threaded or RF

Regular Pattern 2” to 18” 200 CWP Threaded or RF

Ventury Pattern 6” to 18” / 6” to 8” 175 / 500 CWP Threaded or RF
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